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 ab Lager verfügbar    Zentrallager    Werkslager 
 livrable du stock    stock central    stock usine 

Blindflansche gepresst PN 10
Brides pleines embouties PN 10

Edelstahl Anschlussmasse nach DIN 2527, geglüht,  
APZ EN 10204/3.1

Acier inox cotes de raccordement selon DIN 2527, recuites, 
cert. EN 10204/3.1
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mm mm mm mm mm mm kg

 15 95.0 38.0 65.0 9.5 3.0 4 13.5 0.21  

20 105.0 48.0 75.0 12.5 3.0 4 13.5 0.30  

25 115.0 53.0 85.0 14.5 3.0 4 13.5 0.34  

32 140.0 68.0 100.0 16.5 3.0 4 17.5 0.51  

40 150.0 77.0 110.0 17.5 4.0 4 17.5 0.55  

50 165.0 91.0 125.0 19.5 4.0 4 17.5 0.87  

65 185.0 108.0 145.0 22.0 4.0 4 17.5 1.10  

80 200.0 123.0 160.0 22.0 5.0 8 17.5 1.40  

100 220.0 141.0 180.0 23.0 6.0 8 17.5 1.70  

125 250.0 168.0 210.0 25.0 6.0 8 17.5 2.80  

150 285.0 192.0 240.0 27.0 7.0 8 21.5 3.50  

200 340.0 245.0 295.0 31.0 7.0 8 21.5 6.00  


